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UNITED STATES COAST PILOT CORRECTIONS

COAST PILOT 2               33 Ed 2004          Change No. 3
                                                                      LAST NM 9/04
Page 201—Paragraph 122, lines 10 to 11; read:
Harbor. A rock, covered 11 feet in 41º37'02.9"N., 70º17'
21.1"W., is the westernmost ...

(H-10498) 20/04

Page 204—Paragraph 155, lines 4 to 6; read:
with Great River. Gasoline, water, ice, a launching ramp,
limited marine supplies, and storage facilities are available.
Hull, engine, and electrical repairs can be made; lift to 11
tons. A reported depth of about 3 feet can ...

(CL 507/03) 20/04

Page 204—Paragraph 158, lines 2 to 7; read:
arm of Eel Pond at the mouth ofChilds River. In 2002, a
reported approach depth of 3.5 feet was available. Gasoline,
diesel fuel, water, ice, berths with electricity, 40-foot marine
railway, pump-out station, launching ramp, storage facilities
and some marine supplies are available at the boatyard; hull,
engine and electrical ...

(CL 508/03) 20/04

Page 227—Paragraph 153, lines 3 to 5; read:
the southeastern corner of the harbor. Berthage in 5 feet is
available at the pier. Gasoline, water, ice, electricity, a pump-
out station, and a surfaced ramp are available.

(CL 507/03) 20/04

Page 263—Paragraph 37, lines 4 to 9; read:
Island Southeast Light. In 2002, the controlling depths were
13 feet in the entrance channel and 12 feet in the basin. In
2000, 12 to 15 feet were available in the inner harbor anchor-
age with lesser depths along the edges. The harbor is occu-
pied by pleasure craft during ...

(BP 181976) 20/04

Page 268—Paragraph 82, line 7; read:
depth is about 18 feet. It is suitable only for small vessels ...

(CL 31/04) 20/04

Page 269—Paragraph 91, line 5; read:
on account of the heavy swirls and rips. A lighted whistle ...

(LL/04) 20/04

Page 278—Paragraph 233, line 12; read:
or westerly winds. A lighted whistle buoy is about 450 yards
...

(23/03 CG1; LL/04) 20/04

Page 281—Paragraph 275, lines 5 to 9; read:
Cormorant Reef. From here steer261º for about 0.8 mile
until Mason Point is abeam. Then follow the buoyed chan-
nel.

(CL 182/81) 20/04

Page 363—Paragraph 70, line 11; read:
protected by a breakwater with a light on the ...

(50/02 CG1; LL/04) 20/04

Page 374—Paragraph 19, lines 11 to 12; read:
in the area southward of Scotland Lighted Whistle Buoy
(40º26'33"N., 73º55'01"W.) and westward of the meridian 

(39/03 CG1; LL/04) 20/04

Page 416—Paragraph 224, line 11 to Paragraph 225; rea
12201-0189, telephone 1-800-4CANAL4 or visit websit
http://www.canals.state.ny.us.

(43/03 CG1) 20/04

COAST PILOT 2               33 Ed 2004          Change No. 4
Page 84—Paragraph 1128; read:
§117.743 Rahway River.

The draw of the Conrail Bridge, mile 2.0, across the Ra
way River, at Linden, New Jersey, shall operate as follows

(a) The draw shall remain in the full open position a
all times, and shall only be closed for the passage of r
traffic or the performance of maintenance authorized
accordance with subpart A of this part.

(b) The draw shall be remotely operated by a bridg
train dispatcher located at the Conrail Dispatch Office
Mount Laurel, New Jersey.

(c) A marine traffic light system shall be maintained a
the bridge and display flashing green lights to indicate th
vessels may pass through the bridge, and flashing
lights anytime the bridge is not in the full open position.

(d) An infrared sensor system shall be maintained
the bridge to determine that no conflict with vessel traffi
exists while the bridge is closing.

(e) Before the bridge may be closed from the remo
location, an on-site train crewmember shall observe t
waterway for any vessel traffic. All approaching vesse
shall be allowed to pass before the bridge may close. T
on-scene train crewmember shall then communicate w
the bridge/train dispatcher at the Conrail Dispatch Offic
at Mount Laurel, either by radio or telephone, to reque
the bridge be closed.

(f) While the bridge is moving from the full open to
full closed position, the bridge/train dispatcher shall mai
tain constant surveillance of the navigational channel
the bridge using the infrared sensor system.

(g) If the infrared sensors detect a vessel or oth
obstruction approaching or under the bridge before t
draw is fully lowered and locked, the closing sequenc
shall be stopped, automatically, and the draw shall
raised to its full open position until the channel is clear.

(h) During the downward bridge closing movement, th
marine traffic light system located at the bridge wi
change from flashing green to flashing red, the pub
address system shall announce that the bridge shall
closing, and the horn shall sound two times, pause 10 s
onds, then repeat two horn blasts until the bridge is sea
and fully locked down.

(i) When all rail traffic has cleared the bridge, th
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bridge/train dispatcher shall sound the horn five-times to
signal that the draw is about to open.

(j) In the event of a failure, or obstruction to the infra-
red sensor system, the bridge shall immediately be
returned to the full open position until the problem is cor-
rected.

(k) In the event of a loss of communication between the
on-site personnel and the bridge/train dispatcher, the
bridge shall immediately be returned to the full open posi-
tion until the problem is corrected.

(l) Should the draw become inoperable from the
remote site while the bridge is in the closed position, a
bridge tender, maintenance personnel, or engineer shall be
deployed to be on scene within one hour from the time the
draw becomes inoperable until the bridge can be returned
to the full open position.

(m) Trains shall be controlled so that any delay in open-
ing of the draw shall not exceed ten minutes after a train
has crossed the bridge; except, as provided in 33 CFR
117.31(b). However, if a train moving toward the bridge
has crossed the home signal for the bridge, the train may
continue across the bridge and must clear the bridge inter-
locks before stopping.
(FR 02/26/04; CL 249/04) 20/04

Page 133—Paragraph 2216 to Paragraph 2223, line 1; read:
§165.140 New London Harbor, Connecticut-Security
Zone.

(a) Security zones:
(1) Security Zone A.The waters of the Thames River

west of the Electric Boat Corporation Shipyard enclosed
by a line beginning at a point on the shoreline at

41˚20'16"N., 72˚04'47"W.; then running west to
41˚20'16"N., 72˚04'57"W.; then running north to
41˚20'26"N., 72˚04'57"W.; then northwest to
41˚20'28.7"N., 72˚05'01.7"W.; then north-northwest

to
41˚20'53.3"N., 72˚05'04.8"W.; then north-northeast to
41˚21'02.9"N., 72˚05'4.9"W.; then east to a point on

the shore at
41˚21'02.9"N., 72˚04'58.2"W.

(2) Security Zone B. The waters of the Thames ...
(FR 01/29/04; CL 126/04) 20/04

Page 133—Paragraph 2234, line 2; read:
shoreline to the point of beginning.

(3) All coordinates are North American Datum 1983.
(FR 01/29/04; CL 126/04) 20/04

Page 392—Paragraph 239, line 4; read:
and165.130, chapter 2, for limits and regulations.)

A restricted area surrounds Terminal Channel, turning
basin, and piers of the U.S. Naval Ammunition Depot. (See
334.1 through 334.6 and 334.102, chapter 2, for limits and
regulations.)

(33 CFR 334; NOS 12401) 20/04

COAST PILOT 2               33 Ed 2004          Change No. 5
Page 216—Paragraph 38, line 1; read:

Middle Ground , covered 6 to 18 feet, is the easterly ...
(NOS 13233) 20/04

Page 216—Paragraph 39, line 1; read:
Lucas Shoal, covered 17 to 30 feet, is the southwestern 
(NOS 13233) 20/04

Page 221—Paragraph 98, lines 4 to 9; read:
eastern part of the pond north of the channel. In April 200
the entrance channel into the pond had a controlling depth
7.3 feet with lesser depths along the southern edge of
channel; thence 9 feet in the pond channel to the turni
basin, with 7 to 10 feet in the turning basin. The anchora
basin had ...

(BPs 181974-75) 20/04

Page 225—Paragraph 143, line 4; read:
buoy about 300 yards southwest of ...

(LL/04) 20/04

Page 232—Paragraph 224, line 4; read:
daybeacon of a distance of 150 yards. A rock, covered 12

(NOS 13229) 20/04

Page 272—Paragraph 148, line 12; read:
to the marina and boatyard. In August 2003, a dangero
rock was reported about 250 yards south of Buoy 10
41˚04'11.5"N., 72˚18'22.5"W. Care should be taken to avo
this hazard.

(CL 1643/03; CL 1657/03) 20/04

Page 278—Paragraph 230, lines 3 to 5; read:
shelter from southerly winds. In April-May 2002, the
dredged channel leading into the harbor along the west sh
had a controlling depth of 10.2 feet. Foul ground ...

(BP 182622; CL 201/04) 20/04

Page 292—Paragraph 47, line 5; read:
from the western shore, and is marked by a buoy.

(21/01 CG1; LL/04) 20/04

Page 350—Paragraph 398, lines 1 to 3; read:
Mariners ...
(CL 1672/03) 20/04

Page 423—Paragraph 165, line 166; read:
NMK , Atlantic City, 2670 kHz, 0603 and 1803 e.s.t.

antenna: Cape May.
Channel 22A 0603 and 1803 e.s.t., antennas: Manasqu

Barnegat, Atlantic City, and Fortescue.
(CL 58/04) 20/04
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